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Cat No Range Graduation

798A-6/150 150mm / 6”

0.01mm / 0.0005”

798A-8/200 200mm / 8”

798A-12/300 300mm / 12”

798B-6/150 150mm / 6”

798B-8/200 200mm / 8”

798B-12/300 300mm / 12”

798 series - iP67 electronic DiGitAl 
cAliPers

799 series - electronic DiGitAl cAliPers

Cat No Range Graduation

799A-6/150 150mm / 6”

0.01mm / 0.0005”799A-8/200 200mm / 8”

799A-12/300 300mm / 12”

Cat No Range Graduation

125MEA-6/150 150mm / 6”

0.02mm / 0.001”125MEA-8/200 200mm / 8”

125MEA-12/300 300mm / 12”

125MEB-6/150 150mm / 6”

0.05mm / 1/128”125MEB-8/200 200mm / 8”

125MEB-12/300 300mm / 12”

125 series - vernier cAliPers

798B-6/150
799A-6/150

125MEB-6/150

Cat No Range Graduation

1201M-150 150mm
0.01mm

1201M-200 200mm

1202M-150 150mm

0.02mm1202M-200 200mm

1202M-300 300mm

1202-4 4”

0.001”
1202-6 6”

1202-8 8”

1202-12 12”

1201 & 1202 series - DiAl cAliPers

1201M-150

• IP67 level of protection against foreign 
matter.

• Instant inch/mm conversion.
• Fine adjustment thumb wheel.
• Large, easy to read LCD display.

• Instant inch/mm conversion.
• Zero the reading at any position.
• Fine adjustment thumb wheel.

• High quality basic vernier caliper.
• Lock screw for sliding jaw.
• Hardened stainless steel depth rod.

• Sharp, black graduations on the satin 
  finished bar.

• Knife edge contacts for inside and outside 
  measurements.
•  Adjustable bezel.

• Lock screws for sliding jaw and dial bezel.
• Thumb-operated fine adjustment roll.

• Hardened stainless steel measuring 
surface for long life.

• Zero the reading at any position.
• 798A Without data output.
• 798B With data output.

• Lightweight, ergonomic design.
• Large, easy to read LCD display.


